LFP12180EUT11 - 12V 180Ah

Mellomforbindelser:

N O I'B at Standard Serie

PRODUKTARK BATTERI

MFS60-80-8 Nominell spenning 12V
Varenummer MFS60-70-8
- Kapasitet (10 timer, 25°C) 180 Ah
Boltdiameter 8 mm
Design life 13-15ars
Tiltrekningsmoment 12 Nm
Tiltrekningsmoment 12 Nm
Polbeskytter: Lengde 546 +3 mm
- Bredde 125 £2 mm
Varenummer Ikke n@dvendig Dimensjon
Hoyde 317 £2 mm
Total hgyde 323 £2 mm
Ca. vekt 56 kg +4%
Indre motstand (Fullt ladet 25 °C) Ca. 3.8 mQ
Utladekarakteristikk (A, 25 °C): Dimensjon (mm): Kapasitet | s 102%
. ° o
FVTID | 15min | 30 min | 60min | 2t | 3t | 4t | 5t | 6t | 8t | 10t | 20t ‘ 5463 12542 influertay | 29°C 190%
= temperatur 0°C 85 %
9.60 V 297 176 112 65.8 | 459 | 37.6 | 321 | 28.1 | 22.0 | 18.3 | 9.62 ‘(:——' i | —= (10 timer)
( + ] - o ()
9.90 V 290 173 110 65.4 | 456 | 37.4 | 31.9 | 27.9 | 21.9 | 18.3 | 9.60 (\[ | Jf; H % 15°C 65 %
! N @ 2 At 0,
102V | 279 168 107 | 648 | 453 | 372 | 317 | 277 | 21.8 | 182 | 9.57 i H H A Simaneder Restkapasitet: 91 %
— o 2 .
105V | 270 164 105 | 63.8 | 450 | 36.9 | 315 | 27.5 | 216 | 181 | 952 ! R (25 °C) 6 maneder Restkapasitet: 82 %
| s
108V | 255 158 102 | 622 | 437 | 358 | 306 | 26.7 | 21.0 | 180 | 9.45 3 12 méaneder Restkapasitet: 65 %
j Nominell driftstemperatur 25°C+3°C
isti ° - 216 i
Utladekarakteristikk (Watt, 25 °C): . M8 _ ‘ Driftstemperatur intervall -15°C-+50 °C
FEVITID | 15 min min | 60 min | 2t t | 4t | 5t 6t | 8t | 10t | 20t S TN AR ) AT A IR _
5 min | 30 mi 0 mi 3 » ‘58‘ % W‘B’ @ ”I [ '1 I Ladespenning (float) 13.50 til 13.80 V
960V | 3261 1979 1272 | 762 | 540 | 443 | 380 | 332 | 262 | 219 | 115 T 14.50 fil 14.90 V
990V | 3183 1940 1253 | 757 | 537 | 440 | 378 | 330 | 260 | 218 | 115 [T11]
Maks ladestrgm 54 A
102V | 3065 1880 1221 | 750 | 533 | 437 | 375 | 328 | 258 | 218 | 115 Terminal - -
Terminalmaterialet kobber
105V | 2961 1835 1197 | 739 | 529 | 434 | 372 | 326 | 257 | 216 | 114
Maks utladestrgm 1300 A (5 sek.)
10.8V | 2805 1767 1160 | 720 | 513 | 421 | 361 | 316 | 249 | 215 | 113
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Coromatic ensures that organizations can keep their business
operations running without disruptions. As the leading provider of
Critical Facilities Solutions, such as data centers, we safeguard
power and data communications supply.
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